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TermŽkcsoport SŸtþ

Kereskedelmi elnevezŽs OAS KP8V1SW IX

TermŽk sz’ne NemesacŽl

Konstrukci—s kivitel BeŽp’thetþ

VezŽrlŽs m—dja Elektronikus

Type of control settings -

Minden fþzþlap-kapcsol— be van Žp’tve? Nem

Milyen fþzþlapot tud vezŽrelni? -

Automatikus programok Igen

çramfelvŽtel (A) 16

FeszŸltsŽg (V) 220-240

Frekvencia (Hz) 50/60

Elektromos csatlakoz—k‡bel hossza (cm) 100

Csatlakoz—dug— tipusa Nem

TermŽkmŽlysŽg 90¡-ban nyitott ajt—n‡l (mm) -

TermŽkmagass‡g 595

TermŽk szŽlessŽge 595

TermŽkmŽlysŽg 551

Minim‡lis beŽp’tŽsi magass‡g 0

Minim‡lis beŽp’tŽsi szŽlessŽg 0

BeŽp’tŽsi mŽlysŽg 0

Nett— tšmeg (kg) 27.1

Usable volume (of cavit y) 71

BeŽp’tett tiszt’t—rendszer Pirolit ikus

Grids of the cavit y 1

Tart—k/t‡lc‡k 2

MÿSZAKI ADMÿSZAKI ADAATOKTOK
Idþz’tþ Igen

IdþvezŽrlŽs Elektronikus

Idþbe‡ll’t‡si opci—k Le‡ll’t‡s

Biztons‡gi eszkšz -

Belsþ vil‡g’t‡s Igen

Number of inter ior lights of the cavit y 1

Position of inter ior lights of the cavit y Front left

Oven guides of the cavit y Teleszk—pos

Probe of the cavit y Nem

MÿSZAKI TELJESêMÿSZAKI TELJESêTMƒNYTMƒNY
Energia bemenet Elektromos

Type of energy of the cavit y Elektromoss‡g

Energy eÿciency class - NEW (2010/30/EU) A+

Energy consumption per cycle conventional - NEW (2010/30/EU) 0.89

Energy consumption per cycle forced air convection - NEW (2010/30/EU) 0.69
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